
TECHNICAL SPECIFICATION

Roll Dimensions:
Thickness +- 10%

Comfort

(            - Highly Recommended)

Durability Bedrooms Living Rooms Hall, Landings, 
Stairs, Corridors

10.5mm

Length

7.3m

Width

1.37m

Area

10m2

Weight g/m2 +- 10%

2445g/m2

Roll Weight kg

28kg

Usage:

Installation:

A Division of 
Texfelt Ltd, Millersdale Close, Euroway Ind Est, Bradford, BD4 6RX, UK
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Roll Dimensions:

Standard

BS 4790

BS 5808: 1991(2011)

BS 4745

Sustainability

Envirolay 54

Subfloors should be dry, clean and free of oil, grease & damp.
Fitting should meet the British Standard code of practise BS 5325 & be undertaken by experienced fitters.

Description

Flammability

Underlays & Textile Floor Coverings

Thermal Insulation

Fully recyclable at end of serviceable life

Heart n Soul

Pass - Low Radius

Heavy Contract HC/U

2.48 Tog

YES

100% Recyclable

Rebound & Recovery

Stretch & Double Stick

100% Recycled

Chemical Free

Eco Friendly

Easy to Fit

Breathable

Comfort & Support

Noise Reducing Thermal Insulation

Flame Resistant

The Envirolay Difference

MADE IN UK

Heart n Soul is guaranteed for the lifetime of the carpet*
*Carpet must be installed in accordance with industry 
standards and manufacturers guidelines

low carbon 
underlay

10 10

Heavy Floor, Wheel 
Traffic & Castor Chairs


